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Teknik Özellikler: 
1-Genişlik:140 cm 
2-Uzunluk: ±42 m 
3-Ağırlık: 450 gr/m² 
4-Alev Geciktirici Standart: NF P 92-503/M1 
Çeşitli ağırlık ve yüzeylerde renkli pamuk, polyester ve tiftik sahne kadifeleri yelpazesi. Lüks 
ön perdeler ve valanslar, bordürler, ayaklar, sahne eteği ve fon olarak üretilerek sahnede 
dekoratif ve teknik bir işlev görürler.Perdeler logolar ve tarihi desenler ile kabartılabilir ve 
herhangi bir renge özel boyanabilir. 
 
Akustik özellikleri sebebiyle sahne perdesi kumaşı, kadife kumaşlardan tercih edilmektedir. 
Kullanılan kumaş ve metraja göre en uygun motor kullanılarak, projelendirme yapılmaktadır.  
 
Genellikle sinema, kültür merkezi, tiyatro ve seminer salonlarında kullanılan  sahne perdeleri, 
rediktörlü, motorlu, uzaktan kumandalı çalışan sistemlerdir.  
 
Orta ağırlıkta pamuklu sahne kadife. Düz tüylü Verdi kadife, orta saten parlaklığa sahip zarif 
bir renk yelpazesinde mevcuttur. 
αs 0.80'in üzerinde bile yüksek ses absorpsiyon değerlerine ulaşır. 
Ayrıca, iyi ses emici özelliklere de sahiptir.  

Technicial Specifications: 
 
1-Width:140cm 
2-Length: ±42 m 
3-Weight: 450 gr/m² 
4-Flame Retardant Standard: NF P 92-503/M1 
 
A range of colored cotton, polyester and mohair stage velvets in a variety of weights and finishes. 
Luxurious front curtains and valances are produced as borders, legs, stage skirts and backdrops 
and serve a decorative and technical function on the stage. Curtains can be embossed with logos 
and historical patterns and can be specially painted in any color. 
 



 
 
 

Due to its acoustic properties, stage curtain fabric is preferred over velvet fabrics. Projecting is 
done by using the most suitable engine according to the fabric and quantity used. 
 
Stage curtains, which are generally used in cinemas, cultural centers, theaters and seminar halls, 
are systems with reducer, motor and remote control. 
 
Medium weight cotton stage velvet. Straight pile Verdi velvet is available in an elegant range of 
colors with a medium satin sheen. 
It achieves high sound absorption values even above αs 0.80! 
It also has good sound absorbing properties. 


